
RD8-S  TYPE

RD8-8S
RD8-12S

RD8-16S
RD8-20S

RD8-25S
RD8-32S

RD8-40S
RD8-50S

RD8-63S

RD8-8SS
RD8-12SS

RD8-16SS
RD8-20SS

RD8-25SS
RD8-32SS

RD8-40SS
RD8-50SS

RD8-63SS

RD8-8S
RD8-12S

RD8-16S

RD8-20S

RD8-25S
RD8-32S

RD8-40S
RD8-50S

RD8-63S

RD8-8SS

RD8-12SS

RD8-16SS
RD8-20SS

RD8-25SS
RD8-32SS
RD8-40SS

RD8-50SS
RD8-63SS

Parallel Set Screw Fixation Type

Parameters

Rated Torque

     (N.m)
Max Torque

    (N.m)
Max Rotational

 Speed(rpm)
Moment of Inertia  Static Torsional 

Stiffness(N.m/rad)

Parallel Misalignment

         (mm)

    Angular 

Misalignment(°)

Axial Misalignment

         (mm)
Weight(g)Model

Dimensions

Unit (mm)

Model
 Tightening 

Torque(N.m) Standard Bore Diameter d1.d2(mm)

Ordering Information

Outer Diameter
Set Screw Type S:Stainless Steel Body

Bore Diameter:d1-d2

- L(26)
Length


